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DWG. ISS.

DWG. NO.

SHT. OF

HL502447v2

1

DWG. TYPE

TITLE

SHT. TITLE

DESIGN

SCALE

DRAWN

SIZEAC TACH BOARD

R. WILLIAMS  16 APR 08

R. WILLIAMS  16 APR 08
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AC TACH BOARD CONNECTION DIAGRAM

TECHNICAL ILLUSTRATION

1

ISS DATE APPROVED

A 16 APR 08 R. WILLIAMS
B 30 SEP 25 E. HILL

SPECIFICATION
FULL SPEED SCALING RANGE
MIN 12 VAC
MAX 150VAC

OUTPUT = AC VOLTAGE X 1.4
                   (PEAK RECTIFIED)

DIN RAIL MOUNTING.

+ -+ -

0.1mf
250VDC

31 5 7

2 4 6 8

22.5
[.886"]

75
[2.953"]

ATTENTION
AC TACH BOARD IS TO BE USED WITH A 

NON-REGENERATIVE DRIVE ONLY. THIS DEVICE
MUST NOT BE USED WITH A REGENERATIVE DRIVE.

52.66
[2.073"]

B
ardac

AC TACH MODULE
LA502447 v2

MIN 10VAC  MAX 150VAC

phone:  410-604-3400
email:  info@

bardac.com


